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RECEIVE AN E-MAIL ADDRESS ASSOCIATED WITH AN 
E-MAIL RECIPIENT, AND MESSAGE TEXT DATA 



RECEIVE AND SAVE FAX IMAGE DATA REPRESENTING 
A DOCUMENT TO BE COMMUNICATED TO THE 
RECIPIENT VIA E-MAIL 
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PROVIDE CONFIRMATION OF THE RECEIPT OF THE 
E-MAIL ADDRESS AND THE FAX IMAGE DATA (OPTIONAL) 



CREATE AN E-MAIL MESSAGE ADDRESSED TO THE 
RECIPIENT AT THE RECEIVED E-MAIL ADDRESS, WHICH 
INCLUDES A COVER LETTER AND OPTIONAL TEXT AND 
THE FAX IMAGE DATA AS AN ATTACHMENT 




SEND THE E-MAIL MESSAGE TO THE RECIPIENT 
ASSOCIATED WITH THE RECEIVED E-MAIL ADDRESS 
VIA SECOND NETWORK 
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COVER LETTER AND THE ATTACHED DOCUMENT, USING 
A BROWSER, OR E-MAIL READER 



I 



END 



814 



FIG. 9 




AND OPTIONAL 
MESSAGE TEXT" 



SEND E-MAIL DESTINATION ADDRESS AND 
OPTIONAL SENDER ID TO FAX-SERVER 
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SEND "ACK" TO INTERFACE HOST 
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FIG. 1 1 A 
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INTERFACE HOST 
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SEND "ERROR-FREE ACK" TO 
INTERFACE HOST 
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BUTTON ON FAX DEVICE" 
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SEND FAX TONES TO FAX DEVICE 
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RECEIVE FAX DATA FROM FAX 
DEVICE 
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STORE FAX DATA AS FAX 
IMAGE IN FAX IMAGE 
DATABASE ON FAX-SERVER 
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PROCESS FAX IMAGE DATA 
CONVERTING TO STANDARD IMAGE 
DATA FORMAT 
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INCLUDING CUSTOM 
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RETRIEVE MESSAGE PORTION 
AND FAX IMAGE DATA INTO 
E-MAIL PACKET USING 
ACCEPTABLE ENCODING 
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PACKAGE MESSAGE PORTION AND 
FAX IMAGE DATA INTO E-MAIL 
PACKET USING ACCEPTABLE 
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